
Capacity: 28 hens’ eggs

Convenience and complete control make the Ovation 28 the ideal incubator for the serious breeder. 
Automatic turning, automatic humidity control and comprehensive alarms provide reassurance of 
hatching success.   Set the temperature and humidity you require (given in the user instructions) and let 
the automatic controls do the rest.   

•	 High quality, high visibility cabinet
•	 Biomaster™ anti-microbial plastic
•	 Fan assisted airflow with Induced Dual Airflow system
•	 Ventilation control
•	 Digital display of temperature in °C or °F
•	 Digital display of humidity
•	 Integral automatic humidity control
•	 Automatic turning
•	 Optional periodic egg cooling
•	 Room temperature alarm
•	 Incubator temperature alarm
•	 Power fail indicator
•	 4 hen egg carriers, 3 large egg carriers (option)
•	 Programmable turning interval
•	 External water top-up
•	 3 year guarantee

Egg Capacities - approximate and assume standard carriers are used:

Quail:	 48
Pheasant:	 48
Hen:	 28
Duck:	 28
Goose:	 0

Egg Capacities - approximate and assume optional large carriers are used:

Quail:	 66
Pheasant:	 57
Hen:	 21
Duck:	 21
Goose:	 9

Product weight (g):	 3168
Product dimensions inc. PSU/power cable (mm):	 447 x 332 x 223
Typical power consumption (Watts):	 30
Maximum power consumption (Watts):	 60
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